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Magnet trap powder dirancang untuk menangkap biji besi yang sangat 
efisien yang ada dalam produk bubuk, tepung kering, produk granul 
seperti gula, biji-bijian, teh, kopi dll. 

 

 
 

1. Inlet/outlet Ferrule Connection DN200mm 
2. Size DN25x200mm - 5 Rod/Bar 
3. Material Cover SS304  
4. Surface Gauss 10.000-12.000GS 

 
 
 
 

 

 

Magnet trap powder dirancang untuk menangkap biji besi yang sangat 
efisien yang ada dalam produk bubuk, tepung kering, produk granul 
seperti gula, biji-bijian, teh, kopi dll. 

 

 

1. Inlet/outlet Ferrule Connection DN200mm 
2. Size DN25x200mm - 3 Rod/Bar 
3. Material Cover SS304  
4. Surface Gauss 10.000-12.000GS 

  

 

Magnet trap Liquid dirancang untuk menangkap biji besi yang sangat 
efisien yang ada dalam produk cair, seperti coklat, saos, kecap dll. 

 

 

1. Jacketing Magnet Trap DN200 
2. DN 25 x300mm , Neodymium 10.000-12.000GS 
3. Surface Inside Mirror Polished, Outside 2b Finished 
4. Inlet/Outlet Product Dia.50mm Ferrule Connection 
5. Plat Jacket 1.5mm SS304 
6. Inlet / Outlet Hot water dia.1/2" 

 

  

 

Magnet trap Liquid dirancang untuk menangkap biji besi yang sangat 
efisien yang ada dalam produk cair, seperti coklat, saos, kecap dll. 

 

 

1. Jacketing Magnet Trap DN200 
2. DN 25 x200mm , Neodymium 10.000-12.000GS 
3. Surface Inside Mirror Polished, Outside 2b Finished 
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4. Inlet/Outlet Product Dia.50mm Ferrule Connection 
5. Plat Jacket 1.5mm SS304 
6. Inlet / Outlet Hot water dia.1/2" 

 

 
 
 

 

 
 

 
1. Material Neodymium 
2. Tap hole M8 two side  
3. Size 25mm diameter x 100/200/300/400/500/600 mm long 
4. Surface material Stainless Steel SS304 
5. Surface 10.000 sd 12.000 Gauss, With Testing Report 

  

 
 

 
 

1. Magnet Bar DN25x300mm, food grade -Qty: 4 pc  
2. 1 Layer, layer 1: 5 pc 
3. Material surface SUS 304 
4. 5 Bar magnet with approx 10.000-12.000 gauss 
5. With testing report 

 

  

 
 
Bullet magnet dirancang untuk menangkap biji besi yang sangat efisien 
yang ada dalam produk powder, tepung, granull dll.  (Size Custom) 
Type A: Gauss 10.000-12.000 
Type A: Gauss 6.000-8.000 
 

 
1. Length: 670mm 
2. Diameter: 270mm 
3. Weight: 40kgs 

  

 
 

 
1. Drum material: SUS304 
2. Size of Drum: D300*580mm 
3. Number of drum: 1 
4. Magnetic Intensity: 2000-3000 Gauss 
5. Capacity: ≤42 ton/hour 
6. Motor power: 0.37 kW 
7. Weight: 600 kg 
8. Rotating speed of drum: 8-10r/min 
9. (about 1600 -2000 round/minute) 
10. Dimensions: L750xW700xH900mm 

 

 
 

 

 

MAGNET BAR DIA.25X100/200/300/400/500/600 

DESCRIPTION 
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Magnet Bar DN25x300mm, Qty: 4 pcs 
1. Surface material SS304 
2. Bar magnet with approx 10.000-12.000Gauss 
3. Selongsong 

 

 
 
 
 
 
 
 
 

 

 

 
 

 
1. Inlet / outlet DN250mm 
2. Connection flange 
3. Material ss304 
4. Type easy cleaning 
5. Motor 0.25kw 
6. Magnet 10.000Gs 

 

 
 

 

 
 

 
1. Type of Magnet : Permanent Magnet 
2. Magnet Neodymium 
3. Force Index : 3.000-5.000 Gauss On Surface 
4. Suspension Height : 10-50mm 
5. Gross Weight About 15kg 
6. Size:Long 250mm Wide 150mm High 30mm 

 

 
 

 

 
 

 
 

1. Magnet Plate Size 300x 200x25 mm, For Conveyor 
2. Suspension Height  10 - 70mm 
3. Cover Stainless SS304 
4. Magnet Ferrite 

 

 
 
 
 
 
 
 
 

 

 

 
 

 
1. Magnet Bar DN25x300mm, Qty: 4 pcs 
2. Surface material SS304 
3. 4 Bar magnet with approx 10.000-12.000Gauss 
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1. Magnet Bar DN25x200mm, food grade -Qty: 7 pc  
2. 2 Layer, layer 1: 4 pc, layer 2: 3 pc  
3. Material cover SS304 
4. 7 Bar magnet with approx 10.000-12.000 gaussWith testing 

report 

 
 
 
 

 

 

 
 

 
1. Inlet/Outlet Dia.4" Flange ANSI 150# Connection 
2. Pipe Housing Dia.5" Ss304 
3. Blade Mixer 2mm Thickness SS304 
4. Accessories: - Sampling Valve DN25 Sanitary SS316 - 2 Pc 
5. Gasket Teflon 3mm 

 
 
 
 
 
 
 
 
 

 
 

 

 
 
RCYB series suspended conveyor belt magnet is suitablefor continous with 
few iron material to be removed.This equipment is widely user for the 
iron removal fromnon-magnetic material on belt conveyor, vibrating 
conveyor, vibrating feeders, chute, etc 
 
 

 
1. Usable Belt Width: 800mm 
2. Standart Rection Height: 250mm 
3. Suitetable Material Thickness: 200mm 
4. Weight: 580kg 
5. Magnet Dimension: 800*700*250mm 
6. Including four adjustable hanging hook 
7. Manual-discharge type available for less iron  
8. material which need 
9. to separate 

  

 
 
Electromagnet type, natural cooling auto iron unloading type 
Separator + Rectifier Control Cabinet SSTM 
 

 
1. 1.Magnetic separator suitable for 1000mm width belt 
2. 2.Standard Erection 
3. Height:260mm 
4. 3.Rated Voltage: DC-110V 
5. 4.Driving Motor Power :2.2KW 
6. 5.Cold Power:2.9KW 
7. 6.Weight: 2000kg 
8. 7. Air Cooling Type 
9. 8. Handling Capacity: 2.5T/h 

STATIC MIXER 

DESCRIPTION 
 
 

MAGNET 
TRAP 

POWDER 2 
LAYER 

ELECTROMAGNET SEPARATOR CONVEYOR BELT RCDD 
 

DESCRIPTION 
 
 

MAGNET 
TRAP 

POWDER 2 
LAYER 

MANUAL PERMANENT MAGNETIC SEPARATOR RCYB 

DESCRIPTION 
 
 

MAGNET 
TRAP 

POWDER 2 
LAYER 

MAGNET HOPPER 2 LAYER 7 BAR 

DESCRIPTION 
 
 

MAGNET 
TRAP 

POWDER 2 
LAYER 

NO. 14

 
 
 

MAGN
ET 

TRAP 
POWD
ER 2 

LAYER 

 
NO. 08 

NO. 15

 
 
 

MAGN
ET 

TRAP 
POWD
ER 2 

LAYER 

 
NO. 08 

NO. 16

 
 
 

MAGN
ET 

TRAP 
POWD
ER 2 

LAYER 

 
NO. 08 

NO. 17

 
 
 

MAGN
ET 

TRAP 
POWD
ER 2 

LAYER 

 
NO. 08 

4 
 

M



 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Rectifier Control Cabinet SSTM 

 

 
 
Electromagnet type, natural cooling with manual discharge type 

 
 

 
1.Magnetic separator suitable for 800mm width belt 
2.Standard Erection Height:200mm 
3.Rated Voltage: DC-220V 
4.Power:3.1KW 
5.Weight:1150kg 
6 Dimension:800*900*600mm 

  

 
 

 
Magnet DN25 x 400mm – 1 pcs 
Housing 2” sanitary SS316 
Inlet/Outlet Nouzle 1,5” sanitary SS316 
Surface 10.000-12.0000 Gauss 

  

 

Magnet Neodymium (NdFeB atau Neo) Rare Earth adalah magnet 
permanen yg paling kuat dibanding jenis magnet lainnya. Kekuatan 
tariknya dilihat dari nilai Grade N## 

 

 
Material : Nd2Fe14B 
Lapisan : Ni-Cu-Ni 
Bentuk : Coin / Silinder/ Kotak 
Ukuran : Custom 
Grade : N30 - N52 

  

 
Ferit keras dibuat dengan SrO atau BaO dan Fe2O3 dengan proses 
keramik. Karena harganya lebih murah, dan proses produksinya relatif 
sederhana 

 
 
Material : Sro or Bao and Fe2O3 
Grade : Y25,Y30,Y33,Y35 
Magnetization direction Thickness ,Length ,axially ,diameter,radially  
Application : Dc motors ,Louderspeaks ,Magnetic Separators ,etc 
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Magnetic pulley is widely used in the recycling and material handling 
industries for the continuous removal of ferrous metal.  

 
 
 

1. Diameter 203mm 
2. Long 800mm 
3. weight gross 250kg 

 
 
 

  

 
Metal Detector diginakan untuk menangkap jenis metal besi( fe ) : 
stanlesstell (ss), dan non fe ( alumunium, tembaga , kuningan ) 
 
 
 

1. Model ZGAD 4012 
2. Detection tunnel size 
3. Width: 400mm ,  Height: 80mm 
4. Tunnel type Horizontal 
5. Sensitivity FeΦ0.6mm,   SUS304Φ1.0mm 
6. Detection abilities Fe,  No-Fe, Stainless steel  (All kinds of metals) 
7. Conveyor Speed 25m/min (as per customer requirement ) 
8. Belt Width 380 mm 
9. Max Product Weiht 10 kg 
10. Operation language English 
11. Conveyor belt matirial White color PU / PVC 
12. Language of label English  
13. Rejector type Alarm and stop 
14. Power supply 220V, 50Hz (as per customer requirement) 

 

  

 
 
Move plate steel, block or round steel and iron material easily and safely. 
First center the magnet on the piece to be lifted.Then simply move the 
lever to the "ON" position to engage the magnet.  Spring-loaded lock 
keeps magnet engaged until you release it 
 
 
 
 

1. Rated for loads up to 1000KG. 
2. Powerful magnet tested to hold 3.5 TIMES the rated load for 

maximum safety. 
3. Eliminates dangerous straps and slings. 
4. For fast, safe, efficient machine loading and unloading 
5. Working Temp: –40°C to 80°C 

MAGNET PULLEY 

DESCRIPTION 
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CONVEYOR BELT METAL DETECTOR 
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MAGNET LIFTING 

DESCRIPTION 
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Digunakan untuk menangkap metal sebuk besi atau biji besi. Dilengkapi 
dengan selongsong memudahkan untuk menghilangan metal yang 
tertangkap 
 
 
 

1. DN25x300mm 
2. Selongsong 
3. Material Stainless SS304 
4. Surface 10.000-12.000 Gauss 

 

  

 
 
Magnetic Sweeper are used in industry, factory, and home widely. It is 
very reliable and easy to pick up nails, ferrite piece, iron chip. 
 
 
 

1. 36" Hang-Type Magnetic Sweeper with Forklift Hangger 
2. 48" Hang-Type Magnetic Sweeper with Forklift Hangger 
3. 60" Hang-Type Magnetic Sweeper with Forklift Hangger 
4. 72" Hang-Type Magnetic Sweeper with Forklift Hangger 
5. 84" Hang-Type Magnetic Sweeper with Forklift Hangger 

  

 
 
Magnetic Sweeper are used in industry, factory, and home widely. It is 
very reliable and easy to pick up nails, ferrite piece, iron chip. 
 
 
 

1. 18" Magnetic Handle Speeper (Colorized) 
2. 24" Magnetic Handle Speeper (Colorized) 
3. 30" Magnetic Handle Speeper (Colorized) 
4. 36" Magnetic Handle Speeper (Colorized) 

  

 
 

Alat terbaik untuk mengukur kekuatan magnet 
 
 
 

1. Power Source :4*AA alkaline batteries 
2. Display           :3 3/4 digits LCD display 
3. DC           :Range:30kG,3kG,300G 
4. Resolution       :10G,1G,0.1G 

  

 

 

 

 

 

MAGNETIC SWEEPER FORCLIFT 

DESCRIPTION 
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MAGNETIC HANDLE SWEEPER  

DESCRIPTION 
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GAUSS METER LINKJOIN LZ-643 

DESCRIPTION 
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Buat produksi hiasan kulkas, souvenir, stiker mobil, dll 
 
 
 

1. Tebal: 0-5, 1, 2, 3, 5 mm 
2. Lebar           : 600 mm ( 60 cm ) 
3. Panjang           : 1000 mm –20.000 mm (10m-20m) 

 

  

 

  

 

 

 

For your precious time and your attention. 

 

 

Jl. Bintara 6, No. 100, RT.01, RW.06, Kel. Bintara, Kec. Bekasi Barat, Bekasi, Jawa Barat, 17134 
+62 21 89467279 - Office 

+628121117322 / +6281327377773 
marketing@magnetindustri.com 

www.magnetindustri.com 
 

 

Chanel Youtube: 

 
https://www.youtube.com/channel/UCbWuH7hgmXDKe1co0kJaF8Q/videos 

https://www.youtube.com/ PT SAHABAT SUKSES  

 

THANK YOU….. 
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MAGNET SHEET / RUBBER / LEMBARAN 

DESCRIPTION 
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